
daptaPort Bluetooth to Ethernet Adapter PSAK-5BT1E
FCC Class B, CE Mark, UL Mark / Certified for use in North America, Europe, Australia, New Zealand, Japan

Establishes and Manages up to 5 concurrent Bluetooth 

to Ethernet connections for Tab-Ex® 01 requiring a wired 

Ethernet connection when WiFi is not preferred or possible.

The daptaPort is perfectly designed to extend data download 

capabilities to devices that do not support Ethernet connections 

in the devices themselves.

AdAPT An Android BluETooTh connEcTion 
To EThErnET

•	 Pair	as	many	devices	as	desired	

•	 Supports	 5	 concurrent	 Bluetooth	 connections	 to	 one 

 Ethernet 

•	 Bluetooth	SIG	certified	for	reliability	and	performance

dimEnSionS And wEighTS

•	 6,3cm x 10,7cm x 3,3cm B/T/H  

 (2.5 x 4.2 x 1.3 inches W/D/H)

•	 Approx. 200 g

KiT conTEnTS

•	 daptaPort Bluetooth adapter

•	 5V power supply with AC adapter plugs for worldwide 

 use Ethernet cable

dAPTAPorT BluETooTh To EThErnET 
AdAPTEr PSAK-5BT1E for 

•	 Tab-Ex® 01 DZ1

•	 Tab-Ex® 01 D2, Tab-Ex® 01 Z2, Tab-Ex® 01 DZ2

•	 Samsung	Galaxy	Tab	Active

•	 Part number:  A0031228 
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ecom	instruments	GmbH	|	Industriestraße	2	|	97959	Assamstadt
	 Phone	+49	62	94	42	24-0	|	Fax	+49	62	94	42	24-100	|	sales@ecom-ex.com	|	www.ecom-ex.com

for 

Tab-Ex® 01

dZ1 & dZ2 

Z2 & d2


